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Installation Instructions
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1. Drain coolant on original head. Remove all coolant hoses.

2. Remove head nuts. Remove stock head.

3. Remove head gasket. Make sure cylinder decks are clean from anything foreign.

4. Take Torque-Line domes and apply a thin layer of grease in compression o-ring groove.  Install silicone compression o-ring in each dome. Make sure each o-ring is fully seated in groove.

5. Slide Torque-Line domes on each cylinder making sure not to displace the compression o-ring installed in the above step.

6. Install, smaller diameter, stud o-rings (inside the head shell) on all studs holes (8) that pass through the Torque-Line domes.

7. Take head shell and grease o-ring grooves. Install o-rings in groove. Make sure o-ring is fully seated in groove.

8. Slide Torque-Line head shell over studs onto the cylinders. Make sure the head shell slides full down over domes. NOTE: you may have to jiggle head shell until it lines up perfectly with the domes. This is a very tight fit. This is machined tight to assure that there will be no lateral movement of the domes.

9. Slide, thicker diameter, stud o-rings (2) over cylinder studs closest to the exhaust.

10. Torque cap nuts to 22ft/lbs

11. Apply Teflon tape to coolant breather fitting (provided) and install into head shell.

12. Connect all coolant hoses and secure clamps.

13. Fill cooling system with a 50/50 anti-freeze/water mix.

14. Make sure there is no air lock in system. 

There is no way for RK Tek to know all the possible jetting combinations for all set-ups. Every set-up is different. We suggest that you jet up 2 sizes initially on the main jet and then monitor piston wash and plugs to eventually reach the proper jetting configuration. Note: if your jetting is too rich you will, most likely, have a flat spot on the top end and you will lose performance.  If you are too lean, you will have a bog. 

RK Tek recommends that you take the time to find the proper jetting configuration so that you can realize the full potential of your Torque-Line high performance head.

START ENGINE AND ENJOY!!!

